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1/3” SONY super HAD CCD
High resolution of 600TV lines
User friendly OSD menu control (internal / external)
Vari-focal 2.8-11mm auto IRIS lens 
(other vari-focal auto IRIS lenses available)
Vandal resistant & weatherproof dome camera (IP66)
DNR (digital noise reduction)
Privacy function
Additional functions 
(sens-up, motion detection, mirror, sharpness, sync-INT/LL)
Elegant design

Power source 
& operating current

Total pixels
Power source tolerance

Scanning system

Frequence

H.Resolution

Synchronization

Video output level

Min. illumination
Color

S/N ratio (Y signal)

Gain control

Shutter speed
Sens-up

White balance

OSD

DNR
Mirror

Motion detection

Privacy function

IR LED visibility range

Lens

CDS sensor (approx.)
Operating temperature / humidity

Standard
Option

Standard
Option

Weight (approx.)
Output cable (approx.)

Dimensions (WxHxD)

Extra video terminal

Extra video check cable (approx.)

AC & DC Dual Power
AC24V 130mA / DC12V 300mA

DC Only
DC12V 140mA

DC12V (Tolerance:10V ~ 15V) / AC24V (Tolerance:19.6V ~ 28.8V) Regulated Power Input
NTSC: 811(H) x 508(V) / PAL: 795(H) x 596(V)
NTSC: 768(H) x 494(V) / PAL: 795(H) x 596(V)

600TV Lines - 2:1 Interlaced
INT / LL Selectable

0 ~ 359˚ (Adjustable)
INT
X

NTSC (Horizontal: 15.734KHz/Vertical: 59.94Hz)  
PAL (Horizontal: 15.625KHz/Vertical: 50.00Hz)

600TV line
1.0Vp-p/75

NTSC: Video 0.714Vp-p sync 0.286Vp-p / PAL: Video 0.7Vp-p sync 0.3Vp-p)

0.3 Lux / F1.2 (color), 0.1 Lux / F1.2(B/W), 0.002 Lux (sens-up), 0 Lux (IR LED on)
On / auto

O� / low / middle / high
AWT / AWC / manual / 1800˚K / 10,500˚K

Auto / manual (NTSC: 1/60, 1/120,000sec, PAL: 1/50, 1/120,000sec)

Built-in & external touch control (option)

O� / low / middle / high (noise reduction)
Buit-in (horizontal image inversion)

Vari-focal 2.8-11mm auto DC IRIS lens (STD)
Vari-focal 9-22mm auto DC IRIS lens

X
X
X

14˚F ~ 122˚F (-10˚C ~ +50˚C) / 10% ~ 95% RH
145mm x 100mm x 145mm (5.7” x 3.9” x 5.7”)

400g / 0.88lbs (without stand type)
4 feet cable with BNC female for video / DC jack-male or wire for power

Pitch 2.0mm 2pin wafer molex 
(inside terminal NO:53014-0210 & outside terminal NO:53014-0210)

2 feet cable with BNC female for video (molex terminal housing NO:51004-2000)
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Digital High Res. Vandal Resistant Dome Camera
DIMENSIONS
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